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Clean processing of MDF and sandwich panels
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Starting position 

•	 CNC milling  of sandwich panels made of 
fibre plastics, aluminium, PU foam and wood

•	 Large amounts of chips and dust hamper 
product flow

•	 Time-consuming manual cleaning with 
compressed air and brooms dispurse dust 
particles

•	 Particles cling to grooves and rough edges 
and electrostatic charges causes them to 
adhere to the surface

•	 Panel width: 9.5 x 2.7 m  
Panel thickness: 20 to 45 mm

Result 

•	 Clean surfaces, cutting lines and grooves

•	 Smooth further processing of panels 

•	 Improved  visual inspection: During milling, 
errors become apparent immediately

•	 No dust and no chips on transport rollers 
and floors

•	 Reduction of health hazards of employees 
caused by wood and glass fibre dusts

„The entire production process has improved considerably.  Panels are spotlessly clean  
and can be processed immediately.  For this reason, we ordered two further  

cleaning systems from Wandres right away...“
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Combi Sword Brush Una H-XS 323

•	 Efficient combination of air and brush 
cleaning elements

•	 Small footprint permits easy integration 
into existing systems

•	 Easy adjustment panel thickness 
variations

This modular system effectively combines air and brush cleaning elements: At the infeed there is a Tornado 
Channel TKR 200. Its Tornado nozzles detach chips and dust from edges and cavities, a suction device eli-
minates the debris immediately. An additional suction channel from below avoids a pile-up of chips on the 
transport rollers. At the outfeed, there are two Sword Brushes (type BIX 51) that clean the panel from above 
and from below.  They wipe transversally across the surface, their micro-moistened filaments remove and 
eliminate even very fine dust particles.

Sword Brush BIX 51
Brush filaments are micro-moistened with the anti-
static cleaning agent Ingromat®. Brushes themsel-
ves are continuously cleaned during the process. 
Both features provide for a consistent high quality 
cleaning result.

Tornado Channel TKR 200
Tornado nozzles are synchronised electrically and 
driven via timing belts. They rotate at a constant 
high speed. Compressed air exits the Tornado noz-
zles with at several times the speed of  sound.
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Germany +49 7661 9330-0 | sales@wandres.com

USA +1 734 214 9903 | sales@wandresusa.com

China +86 21 68520069 | china@wandres.com

→ Start 360° view→ Start 360° view

→  Start 3D animation

https://wandres.com/product/c-linie/schwertbuerste/
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