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Sword Brush BIK 55.. / BRK 55..

A = nominal width

Pmax = A-80 (max. panel width)

Technical details
1 x Sword Brush BIK 55/1M/A with Ingromat® system,
required component:
Ingromat® regulator and filter unit IR 100.. (standard) resp.
control cabinet for pneumatic and electrical functions (option)

Brief description
The Sword Brush BIK 55.. is ideal to clean flat surfaces such as furniture and plastic boards or metal blanks.
The circulating linear brush has filaments with a length of 50 mm that may effectively clean even structured panels and 
uneven surfaces as they occur with front doors that have milled decorative grooves. The brush filaments are micro-
moistened with a patented antistatic cleaning agent (Ingromat®) thus providing an effective removal of even very fine 
dust particles

Values in mm
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  3 0 0
  4 0 0 
  5 2 0
  6 5 0 
  7 0 0
  8 5 0 
  9 0 0 
1000 
1100 
1200 
1300 
1400 
1500 
1650 
1700 
1750 
1900 
2000 
2100 
2200 
2300 
2500
2700 
2750 
2800
2900 
3000 
3100 
3200 
3400 
3500
3750
4000
4300
4500 

Nominal w
idth A m

m

Nominal w
idth A in

ch

Order code

Explanation

A 	 Nominal width of Sword Brush 
	 = distance between axes of 
	 deviation roller
Pmax 	 max. panel width = A - 80 mm

Option for  
special applications

2336-...
BRK 55..
without
Ingromat®

Ordering example

The panel that needs to be cleaned has a max. width of
 Pmax= 800 mm.
Miniminum nominal width of Sword Brush: 
Amin = Pmax + 80 mm = 880 mm.
The most suitable Sword Brush  
has a nominal width of A = 900 mm.
Order code 2335-045
describes BIK 55/1M/900

  11.81
  15.75
  20.47
  25.59
  27.56
  33.46
  35.43
  39.37
  43.31
  47.24
  51.18
  55.11
  59.06
  64.96
  66.93
  68.89
  74.80
  78.74
  82.68
  86.61
  90.55
  98.43
106.29
108.26
110.23
114.17
118.11
122.05
125.98
133.85
137.79
147.64
157.48
169.29
177.17

w
ith

 p
ro

fil
e 

re
in

fo
rc

em
en

t



www.wandres.com 3

➀

➀ ➁ ➂

➁

➂

➀

➄

➃

Option: Air-assisted pre-cleaning

If necessary, air ventilation cleaning modules may be 
installed at the infeed of the Sword Brush, e.g. a   
Tornado-Channel TKLO 46..
This Tornado Channel has a sophisticated air technology 
system and removes large amounts of coarse contami-
nations. Afterwards, the Sword Brush removes the fine 
dusts with the Ingromat® system.

➀

Option: Height adjustment

The cleaning module may be mounted on an 
adjustment frame to integrate a height adjustment:
 
Manual adjustment via crank (HVM)
Electrical adjustment via actuator (HVE). An automatic 
thickness adjustment is possible if HVE is linked to the 
overall control 
Pneumatic adjustment via pneumatic cylinder (HVP). 
Quick removal of module from material surface, e.g. 
in crash situations. The mechanical and the electrical 
height adjustment may be combined with the pneuma-
tic adjustment.

➀
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Ingromat® system

Ingromat® is an antistatic cleaning agent. 
The brush filaments are micro-moistened with 
Ingromat® thus providing an effective removal
of even very fine dust particles

Micro-moistened brush filament with Ingromat®
(shown in green)
Ingromat® sprayer SQL 51..
Distributor block VTB 100..
Ingromat® regulator and filter unit IR 100.. 
Ingromat® filter, dosage
Option: Ingromat® central supply pump, e.g. IS 102
(Self priming pneumatic double membrane pump with 
filter regulator and air control valve (oil free).)

Ingromat® container 
(1000 / 200 / 30 litres)
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Compressed air supply
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Electrical details

Drive Sword Brush	 1 x 0.18 kW SEW motor, IP 54, UL-compatible
	 50 Hz;  220 - 240 V; 0.96 A;  380 - 415 V; 0.55 A 
	 60 Hz;  240 - 266 V; 0.87 A;  415 - 460 V; 0.50 A
Main valve	 2/2 directional valve: 1 x 24 V DC; 1.5 W

Pneumatic details

Compressed air quality 	 filtered (max. particle size < 40μm), oil free (residual oil < 1.5 mg/m³ at 24° C)
Compressed air connection	 1 x 1/2“ female thread; 6 bar
Compressed air consumption	 230 l/min (with standard self-cleaning nozzle), 
	 280 l/min (with reinforced self-cleaning nozzle)

Details regarding antistatic liquid

Ingromat® hose connection	 1 x Ø 8 mm
Ingromat® consumption	 0.2 - 0.8 l/h

Suction requirements

Suction connection/capacity	 1 x Ø 80 mm; 1 x 520 m³/h
Vacuum	 min. -500 Pa
Flow velocity	 min. 28 m/s

Acoustic emission

Sound pressure level LpA	 approx. 74 dB(A) 
	 Acoustic emission depends on the surface structure and the geometry 
	 of the subject material.

Linear brush

Type of linear brush	 Quadro R6 
Filament material	 Polyamid 6.12
Filament length	 50 mm 
Filament diameter Ø 	 0.2 mm (standard), other diameters upon request

Transport speed 

Max. transport speed	 100 m/min

Dimensions of subject panel

Min. panel length	 Lmin	 = 240 mm
Min. panel width	 Pmin	 = 60 mm
Max. panel width	 Pmax	= A - 80 mm

Technical information is subject to changes.

Technical details

USA
Wandres Corporation
719 W. Ellsworth Rd., Suite 7
USA-Ann Arbor, MI 48108
Tel. +1- 734- 214- 9903
sales@wandresusa.com

Germany
Wandres GmbH micro-cleaning
Im Gewerbepark 8 
D-79252 Stegen
Tel. + 49 (0)7661- 9330-0
sales@wandres.com
www.wandres.com

China

Wandres Cleaning Machinery (Shanghai) Co., Ltd.
755B, Tower 3, No. 88 Keyuan Road  
Pudong, Shanghai, China 201203
Tel. + 8621 68520069       
china@wandres.com


