
Surface Cleaning Technology

Improved linear brush technology

Simple alternating operation aluminum / steel

Precise transport of the blanks

Blank Cleaner Press Line
Una H-BRL 125

Compact and powerful



View animation
Blank cleaning  
in alternating operation

The Combi Sword Brush Una H-BRL 125 is a compact 
Blank Cleaner for the cleaning of body skin parts and 
structural parts before forming in the press line. The 
efficient double-sided cleaning prevents particle-re
lated damage to the forming tools and surfaces of the 
blanks. Rejection rates are significantly reduced. In 24/7 
operation, the high cleaning quality with consistent 
results and low operating and maintenance costs are 
impressive. Due to its compact design the Combi Sword 
Brush can be easily integrated into existing press lines. 

Effective cleaning

The Una H-BRL 125 removes particles from the  
surface of the blank with a total of four circular linear 
brushes of the type Quadro R6. The high-quality  
and durable linear brushes are manufactured by 
Wandres Brush-Hitec GmbH in the southern Black 
Forest in compliance with strict quality criteria.
Particles that adhere to the blank surface are reliably 
removed by the brush filaments and fed into the suction  
system. The self-cleaning mechanism ensures 
constant regeneration of the linear brushes and 
guarantees consistently good cleaning results.

Perfectly clean blanks 
in the press line

Constant pressure

Integrated pressure buffers ensure a constant 
pressure of the linear brushes on the blank surface.
The result is perfect cleaning over the entire blank.

Easy alternating operation

Both oiled and dry lubricant-coated blanks are cleaned 
perfectly on both sides. To make dry lubricants less 
viscous, the suction and deflection area is heated  
in the thermal self-cleaning unit if necessary.  
A washing cycle with the Ingromat ® cleaning agent 
enables seamless alternating operation between  
steel and aluminium blanks.

Precise transport of the blanks

Counter Wiping — the opposite wiping direction of 
the front and rear Sword Brush — keeps the blanks 
on track and and ensures their precise transport on 
the conveyor system. There is no need for complex 
conveyor systems.



The product contact area of the 
linear brush is flexibly mounted.  
The wiping pressure and wiping 
force therefore remain constant.

Regeneration of the linear brushes 
with compressed air, roto-rack and 
Ingromat ® and if necessary, with 
heating for consistent results.

Particles and dust are bound to the 
brush filaments of the four rotating  
linear brushes and are removed 
from the surface.

Sword Brush ® Pressure buffer Self-cleaning mechanism



Wandres GmbH micro-cleaning

www.wandres.com
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Sword brush ®

Perfect wipe-cleaning of blanks on both sides 
with four rotating linear brushes

Linear Brush Quadro R6 

High-quality and durable, manufactured to the 
highest standards

Self-cleaning mechanism

Regeneration of the linear brushes, optionally 
with heated channel for dry lubricants

Height adjustment

Manual or electrical, precise adjustment to 
blanks and pneumatic quick adjustment in 
crash situations

Counter Wiping

Stronger particle binding and precise transport 
of the blanks by abolishing transverse forces

Pressure buffer

Keeps the wiping pressure constant and  
ensures consistent cleaning results

Rotation monitoring sensor

Detects faults and signals them to the control 
system, thus ensuring process stability

Crash indicator

Detects faults, e.g. protruding edges, and 
signals them to the control system so that 
collisions are avoided

All highlights


