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After the shaker, the edges and 
the lock cases are cleaned with 
two Janus Cleaners, after which 
a Combi Sword Brush cleans 
the top and bottom of the doors.

The Janus Cleaner is easy 
to install and cleans grooves 
or lock cases perfectly.
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Chips and dust are unavoidable in the industrial production of doors. They can affect product 
quality and cause enormous costs due to rejects, increased maintenance and downtime. The 
dust in the production environment can also be hazardous to the health of employees. For these 
reasons, reliable cleaning is essential at many points in the production process. Wandres has 
developed effective technical solutions for this.

n most cases, the invest-
ment in modern cleaning 
technology pays for itself

very quickly thanks to the 
increase in quality and 
productivity.

Reduce dust exposure for 
assembly workers

An enormous amount of dust is 
generated in machining and 
assembly lines, especially 
during lock and hinge 
processing. If the chips and 
dust are thoroughly removed 
after CNC machining and 
drilling, this significantly 
reduces the workload for 
assembly workers. Many 
particles and chips accumulate, 
particularly in recesses such as 
grooves or the lock case, which 
can impair the subsequent 
process steps. The compact 
Janus cleaner provides a 
solution here. An evenly 
rotating compressed air nozzle 
loosens large quantities of stuck 
chips, particles and fine dust, 
which are then directly 
extracted and permanently 
removed from the production 
environment. The dust 
exposure of production 
employees is significantly 
reduced. 

I The Janus Cleaner has a high 
cleaning performance with 
minimal compressed air 
consumption and low noise 
pollution. Thanks to its 
compact design and mounting 
bracket, the Janus Cleaner can 
be used in a variety of 
installation types.

Ensure surface quality and 
increase productivity

When stacking, chips can be 
pressed into the surface of the 
doors and damage them. To 
maintain a high surface quality, 
many doors are wiped on both 
sides with the low-maintenance 
Combi Sword Brush Una X 121 
before stacking. Both the upper 
and lower sides of the doors are 
cleaned with one Sword Brush® 
and particles are removed from 
the surface. The linear brushes 
manufactured by Wandres in-
house have an extremely long 
service life, even under tough 
production conditions. In a self-
cleaning unit, the particles 
picked up are loosened from the 
linear brushes, fed into the 
extraction system and 
permanently removed from the 
production environment. 
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The compact Janus cleaner 
with rotating compressed air 
nozzle and durable housing

Service: Scan the QR code and 
view the various process steps in a 
processing and assembly line for 
doors as an animation 
(tuerenproduktion.wandres.media).

Cleaning on both sides reliably prevents 
particle-related rejects, which usually results 
in a significant increase in productivity.

Cleaning before laminating or coating

For a perfect finish, particles must be 
removed from the surface before lamination 
in order to achieve a perfect surface quality 
and also to avoid contamination of the glue. 
Various Combi Sword Brushes are used for 
cleaning, depending on the application and 
requirements. Smooth surfaces are usually 
cleaned purely by wiping, while air cleaning 
units are used additionally for structured 
surfaces. 

If the doors are painted, the fine 
dust produced during intermediate 
lacquer sanding should be 
removed. This sanding dust is 
difficult to remove and can lead to 
defects in the top coat application, 
resulting in expensive rework. 
However, if the sanding dust is 
removed efficiently, the top coat can 
be applied afterwards with a 
reduced thickness, resulting in a 
particularly brilliant product surface. 
A combination of the Tornado 
Channel air cleaning unit and a 
Power Sword Brush removes the 
sanding dust very efficiently and 
achieves consistently high cleaning 
results.

 As a result, many well-known 
customers have achieved a 
significant reduction in the number 
of rejects and have been able to 
make enormous cost savings thanks 
to less reworking. The increased 
productivity has ensured a rapid 
return on investment for customers - 
efficient cleaning usually pays off 
very quickly.

After intermediate paint sanding, 
a Tornado channel cleans the 
doors using air technology, after 
which a Power Sword Brush 
removes the remaining fine dust 
with wiping technology.




